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•  Position the packaging plastic to plastic or paper to
paper sides together in the sterilizer.

•  Recommended sealing parameters: 170 – 1 5 °C
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EN 868-5 and NF EN ISO 11607-1 & 2
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PAPER

PROPERTIES UNITS METHODS MIN TYPIC MAX

ISO 536 57 60 63

ml/mn ISO 5636-3 800 1000 1250

μm/(Pa.s) ISO 5636-3 9.1 11.3 14.2

ml/min ISO 8791-2 250 350 500

ml/min ISO 8791-2 250 350 500

μm EN 868-2:20 21 35

μm ISO 534 74 83 92

kN/m ISO 1924-2 4.67 6.3

kN/m ISO 1924-2 2.33 3.3

kN/m ISO 3781 0.9 2

kN/m ISO 3781 0.45 1

kPa ISO 2758 230 350

kPa ISO 3689 70 130

ISO 1974 550 650

ISO 1974 550 650

g/m² ISO 535 15 20

s 20 35

pts/dm² 0

LAMINATE

PROPERTIES UNITS METHODS VALUES

SPS 21

μm SPS 15

SPS 1.65 ± 0.15

SPS 34.2 +/- 5%

μm SPS 38 +/- 5%

POUCHES

PROPERTIES UNITS METHODS VALUES

N/15mm EN 868-5 ≥ 1.5
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